
Multi-Format
Monitor Selector

4 x 8 Channel Sources to 7.1, 6.1, 5.1, LCRS, Stereo, Mono Outputs
Main & Mini 1 - 8 Channel Outputs, Mini 2 & 3 - Stereo Outputs

Independent or Integrated Mono Input and/or Output

Remote Control of All Functions Including Volume and Mute
8 Channel Processor Insert, Dedicated Meter Outputs

Interface for Pec/Direct, Motion Mute, Console AFL & MIDI Control

Format "Fold Downs" for Compatibility Checks
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Back Panel Layout

The Multi-Format Monitor Selector is a stand - alone monitor section that can be used with any console to
provide a simple method of changing between various monitoring formats. 
Formats: When in 7.1, 6.1, 5.1 or LCRS mode, inputs would be provided from the corresponding number of
buses from the console. When in Stereo mode, the normal stereo output from the console can be used. When
in Mono mode, the unit accepts a mono signal from the console, or generates its own from the available inputs.
Fold-Downs: Combinations of two "format" switches can be selected to provide a folded down version of the
original format, e.g. 5.1 and Stereo will route all signals to the left and right outputs respectively.
Sources: In addition to the eight bus input from a console, three external eight bus inputs are provided, for
monitoring an eight track recorder, a decoder from a satellite, a DVD player or any other eight track device. The
sources can also be selected together to allow summing of up to 32 inputs.
Speakers: Eight channel outputs are provided for two sets of monitors, designated Main and Mini 1. Mini 2 & 3
are both stereo outputs, and an additional output is provided for use with a separate mono monitor.
Alternatively,  the mono signal can be routed to the center, or left & right, and will follow the main/mini selection.
Processor Insert: This eight channel insert is provided for the connection of a surround sound processor,
such as a DS4, or similar. It is switchable to allow easy comparison between the original and processed mix.
Volume, Volume Bypass, Dim, Mute & System level presets: A volume control is provided on the remote,
that varies all eight output channels plus the mono output. The bypass switch disengages the control, and sets
the outputs to a level determined by the bypass preset, e.g. 85dB. The remaining presets are used to alter the
overall output of each speaker system. Mute cuts all outputs, and Dim reduces their level by a preset amount.
Aux I/O: Additional switching is provided as an auxiliary two channel changeover set. This would typically be
used to select a mono or stereo feed to subwoofers when changing formats.
External Control I/O: Interfacing for a Pec / Direct system is provided, for use in film applications. This allows
individual switching of channels between the console and external 1 inputs. An external mute input is provided
for connection to a synchronizer system or similar, and an external AFL input is provided to interface with a
console's AFL/PFL system. A MIDI I/O is provided for saving and recalling setups.
Overall Features: All audio connections are made using DB25 connectors, following the Tascam Pinout. All
switching is done using Analog Devices Audio Switch IC's, and level is controlled with 12 bit DCA's. Various
options in switching are provided, accessible by front panel DIP switches. The remote can be supplied as a
standalone unit, or built into a custom panel to fit in any of the major consoles. Cable sets and patchbays can
be supplied to order.
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